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Naziv predmeta nabave: 	Hidraulički sustavi
GRUPA 1: 				Sustav kočnica
Evidencijski broj nabave: 16-11.18


Zahtjevi definirani Tehničkim specifikacijama predstavljaju minimalne tehničke karakteristike koje ponuđeni predmet nabave mora zadovoljavati.	

Ponuditelj popunjava samo ćelije obilježene sivom bojom. 

Stupac "NAPOMENA" ponuditelj može popuniti ukoliko smatra potrebnim. 

Kako bi se ponuda smatrala valjanom, ponuđeni predmet nabave mora zadovoljiti sve što je traženo u obrascu Tehničkih specifikacija.

Za predmet nabave, za sve (pod)stavke/opise/upućivanja na mjesto u kojima se eventualno traži ili navodi marka, patent, tip, norma ili određeno podrijetlo, ponuditelj može ponuditi „jednakovrijedno“ traženom ili navedenom, te će Naručitelj prihvatiti i druge jednakovrijedne mjere osiguranja kvalitete, ali u tom slučaju mora uz ponudu priložiti dokaze o jednakovrijednosti (katalog, potvrde proizvođača ili sl.). „Jednakovrijedno“ je sve ponuđeno što nije unutar propisanog opisa, ali zadovoljava minimalne tehničke karakteristike predložene (pod)stavke. Gdje je primjenjivo, karakteristike moraju odgovarati traženom uz odstupanje do +/- 1%, ukoliko raspon nije drugačije definiran od strane Naručitelja.	







	R.BR.
	NAZIV STAVKE
	TRAŽENE TEHNIČKE SPECIFIKACIJE / FUNKCIONALNOSTI 
	PONUĐENO
	NAPOMENA
(ukoliko je potrebno)

	
	
	NAZIV/OPIS PODSTAVKE
	
	

	1.
	Sustav radne hidraulike – osnovni elementi: 1 komplet
	1.1. Kočioni ventil s kratkom papučicom: 7 komada

	1.1. 
	
	Model:
	SAFIM S6 ili jednakovrijedno
	
	

	1.2. 
	
	Orijentacija montaže:
	horizontalna
	
	

	1.3. 
	
	Promjer modula kočnica:
	10 mm
	
	

	1.4. 
	
	Broj krugova kočnica:
	2 kruga
	
	

	1.5. 
	
	Ventil za punjenje akumulatora:
	Bez uključenog ventila za punjenje akumulatora
	
	

	1.6. 
	
	Rotacijski senzor:
	Rotacijski senzor za inching/piloting mora biti uključen u ponudu
	
	

	1.7. 
	
	Ventil za zatvaranje:
	sa odabirom najviše napunjenog akumulatora
	
	

	1.8. 
	
	Drenaža kućišta papučice:
	interna drenaža sa začepljenim M10x1 priključkom
	
	

	1.9. 
	
	Vrsta papučice:
	Kratka papučica sa gumenom zaštitom.
Duljina papučice: max. 280 mm
	
	

	1.10. 
	
	Ventil za smanjenje pritiska:
	Bez uključenog ventila za smanjenje pritiska
	
	

	1.11. 
	
	Vrsta navoja:
	Metrički na priključcima ventila za punjenje akumulatora. Metrički + BPS na ostalim priključcima, ili jednakovrijedno
	
	

	1.12. 
	
	Radni tlak prvog kruga kočnica:
	do 120 bar
	
	

	1.13. 
	
	Radni tlak drugog kruga kočnica:
	do 120 bar
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	1.2. Modulacijski ventil ručne kočnice: 7 komada

	1.14. 
	
	Model:
	SAFIM 203600 ili jednakovrijedno
	
	

	1.15. 
	
	Ručna pumpica:
	Ručna pumpica mora biti uključena u ponudu
	
	

	1.16. 
	
	Modulacijska krivulja tlaka:
	Pi = 27 bar – tlak početka modulacije
Pf = 4 bar – tlak završetka modulacije
Ps = 50 bar – tlak otpuštanja
	
	

	1.17. 
	
	Vrsta navoja:
	Metrički prema ISO 6149 ili jednakovrijedno
	
	

	1.18. 
	
	Način montaže:
	prirubnica sa 4 provrta promjera φ6,5 mm
	
	

	1.19. 
	
	Otvor za prekidač tlaka:
	otvoren
	
	

	1.20. 
	
	Prekidač položaja poluge:
	Prekidač položaja poluge mora biti uključen u ponudu
	
	

	1.21. 
	
	1.3. Ventil za punjenje akumulatora kočnica: 7 komada

	1.22. 
	
	Model:
	SAFIM 113740 ili jednakovrijedno
	
	

	1.23. 
	
	Tlak punjenja:
	150 – 185 bar
	
	

	1.24. 
	
	Dozvoljeni protok ulja na ulazu u ventil:
	3 – 70 l/min
	
	

	1.25. 
	
	Najveći dozvoljeni tlak na priključku rezervoara:
	max. 0,5 bar
	
	

	1.26. 
	
	Najveći dozvoljeni tlak na priključku pumpe:
	min. 220 bar
	
	

	1.27. 
	
	Najveći dozvoljeni tlak na priključku pomoćnih potrošača:
	min. 220 bar
	
	

	1.28. 
	
	Najveći dozvoljeni tlak na priključku akumulatora:
	min. 220 bar
	
	

	1.29. 
	
	Širina: 
	max. 200 mm
	
	

	1.30. 
	
	Visina:
	max. 65 mm
	
	

	1.31. 
	
	Duljina:
	max. 100 mm
	
	

	1.32. 
	
	1.4. SAHR cilindar parkirne kočnice: 7 komada

	1.33. 
	
	Model:
	SAFIM 301034F ili jednakovrijedno
	
	

	1.34. 
	
	Duljina bez priključka za sajlu:
	max. 265 mm
	
	

	1.35. 
	
	Duljina priključka za sajlu:
	max. 55 mm
	
	

	1.36. 
	
	Promjer:
	max. φ 115 mm
	
	

	1.37. 
	
	Hod:
	min. 60 mm
	
	

	1.38. 
	
	Način pričvršćenja:
	2 provrta s navojem M10x1,5. Razmak između promjera 80 mm
	
	

	1.39. 
	
	Navoj priključka za sajlu:
	M16x2
	
	

	1.40. 
	
	Navoj priključka hidrauličkog crijeva:
	M14x1,5
	
	

	1.41. 
	
	Volumen hidrauličkog cilindra:
	max. 122 cm³
	
	

	1.42. 
	
	Minimalna sila:
	1540 N +/- 150 N
	
	

	1.43. 
	
	Maksimalna sila:
	5000 N +/- 500 N
	
	

	1.44. 
	
	Tlak potreban za uvlačenje cilindra:
	max. 35 bar
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Annex 2: Technical specifications

Procurement title: 	Hydraulic systems
LOT 1: 			Brake system 
Procurement record number: 16-11.18


The requirements defined by the Technical Specifications represent the minimum characteristics that the offered object of the procurement must meet.	

Tenderer shall complete only cells marked with gray color. 

The column "NOTES" tenderer can fill up if deemed necessary. 

For offer to be consider as compliant, offered object of the procurement must meet all the requirements presented in the Technical Specifications.	

For the subject of the procurement, for all (sub)items/descriptions/referring to the place which may be affixed to a trademark, patent, type, norm or specific origin, the Tenderer may offer "equivalent" to the requested or specified and Contracting Authority will accept other equivalent quality assurance measures, but in that case the Tenderer must enclose proof of equivalence (catalog, manufacturer or the like). "Equivalent" is all off offered that is not within the prescribed description but meets the minimum technical characteristics of the required (sub)items. Where applicable, the characteristics must correspond to the defined ones, with the deviation up to +/- 1%, unless the range is otherwise defined by the Contracting Authority.								

	ITEM NO.
	ITEM
	REQUIRED TECHNICAL SPECIFICATIONS / FUNCTIONALITIES  
	OFFERED
	NOTES 
(if deemed necessary)

	
	
	SUBITEM NAME/DESCRIPTION
	
	

	1.
	Work hydraulics system – basic elements: 1 set
	1.1. Brake valve with short pedal: 7 pcs

	1.45. 
	
	Model:
	SAFIM S6 or equivalent
	
	

	1.46. 
	
	Mounting orientation:
	horizontal
	
	

	1.47. 
	
	Brake module diameter
	10 mm
	
	

	1.48. 
	
	Number of brake circuits
	2 circuits
	
	

	1.49. 
	
	Accumulator charging valve:
	Without accumulator charging valve
	
	

	1.50. 
	
	Rotation sensor:
	Rotation sensor for inching/piloting must be included in offer
	
	

	1.51. 
	
	Check valve:
	With selection of the most fill accumulator
	
	

	1.52. 
	
	Pedal support drain:
	internal drain with M10x1 port plugged
	
	

	1.53. 
	
	Pedal type
	Short pedal with rubber protection.
Pedal length: max. 280 mm
	
	

	1.54. 
	
	Reducing pressure valve:
	Without reducing pressure valve
	
	

	1.55. 
	
	Thread type:
	Metric on accumulator charging valve ports. Metric + BPS on all other ports, or equivalent
	
	

	1.56. 
	
	First circuit braking pressure:
	up to 120 bar
	
	

	1.57. 
	
	Second circuit braking pressure:
	up to 120 bar
	
	

	1.58. 
	
	1.2. Hand lever modulating parking brake valve: 7 pcs

	1.59. 
	
	Model:
	SAFIM 203600 or equivalent
	
	

	1.60. 
	
	Hand pump
	Hand pump must be included in offer
	
	

	1.61. 
	
	Pressure modulation curve:
	Pi = 27 bar – initial modulation pressure
Pf = 4 bar – final modulation pressure
Ps = 50 bar – release pressure
	
	

	1.62. 
	
	Thread type:
	Metric according to ISO 6149 or equivalent
	
	

	1.63. 
	
	Fixing type:
	flange with 4 holes with diameter φ6,5 mm
	
	

	1.64. 
	
	Hole for pressure switch:
	open
	
	

	1.65. 
	
	Lever position switch:
	Lever position switch must be included in offer
	
	

	1.66. 
	
	1.3. Brake accumulator charging valve: 7 pcs

	1.67. 
	
	Model:
	SAFIM 113740 or equivalent
	
	

	1.68. 
	
	Charging pressure:
	150 – 185 bar
	
	

	1.69. 
	
	Allowed oil flow an inlet:
	3 – 70 l/min
	
	

	1.70. 
	
	Max. allowed pressure on tank port:
	max. 0,5 bar
	
	

	1.71. 
	
	Max allowed pressure on pump port:
	min. 220 bar
	
	

	1.72. 
	
	Max allowed pressure on auxiliary consumers port:
	min. 220 bar
	
	

	1.73. 
	
	Max allowed pressure on accumulator port:
	min. 220 bar
	
	

	1.74. 
	
	Width:
	max. 200 mm
	
	

	1.75. 
	
	Height:
	max. 65 mm
	
	

	1.76. 
	
	Length:
	max. 100 mm
	
	

	1.77. 
	
	1.4. SAHR parking brake cylinder: 7 pcs

	1.78. 
	
	Model:
	SAFIM 301034F or equivalent
	
	

	1.79. 
	
	Length without cable connection:
	max. 265 mm
	
	

	1.80. 
	
	Cable connection length:
	max. 55 mm
	
	

	1.81. 
	
	Diameter:
	max. φ 115 mm
	
	

	1.82. 
	
	Stroke:
	min. 60 mm
	
	

	1.83. 
	
	Fixing type:
	2 holes with thread M10x1,5. Distance between diameters 80mm
	
	

	1.84. 
	
	Cable connection thread:
	M16x2
	
	

	1.85. 
	
	Hydraulic hose connection thread:
	M14x1,5
	
	

	1.86. 
	
	Hydraulic cylinder volume:
	max. 122 cm³
	
	

	1.87. 
	
	Min force:
	1540 N +/- 150 N
	
	

	1.88. 
	
	Max force:
	5000 N +/- 500 N
	
	

	1.89. 
	
	Retract pressure:
	max. 35 bar
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