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Naziv predmeta nabave: 	Hidraulički sustavi
GRUPA 3: 				Elementi filtracije
Evidencijski broj nabave: 16-11.18


Zahtjevi definirani Tehničkim specifikacijama predstavljaju minimalne tehničke karakteristike koje ponuđeni predmet nabave mora zadovoljavati.	

Ponuditelj popunjava samo ćelije obilježene sivom bojom. 

Stupac "NAPOMENA" ponuditelj može popuniti ukoliko smatra potrebnim. 

Kako bi se ponuda smatrala valjanom, ponuđeni predmet nabave mora zadovoljiti sve što je traženo u obrascu Tehničkih specifikacija.

Za predmet nabave, za sve (pod)stavke/opise/upućivanja na mjesto u kojima se eventualno traži ili navodi marka, patent, tip, norma ili određeno podrijetlo, ponuditelj može ponuditi „jednakovrijedno“ traženom ili navedenom, te će Naručitelj prihvatiti i druge jednakovrijedne mjere osiguranja kvalitete, ali u tom slučaju mora uz ponudu priložiti dokaze o jednakovrijednosti (katalog, potvrde proizvođača ili sl.). „Jednakovrijedno“ je sve ponuđeno što nije unutar propisanog opisa, ali zadovoljava minimalne tehničke karakteristike predložene (pod)stavke. Gdje je primjenjivo, karakteristike moraju odgovarati traženom uz odstupanje do +/- 1%, ukoliko raspon nije drugačije definiran od strane Naručitelja.	







	R.BR.
	NAZIV STAVKE
	TRAŽENE TEHNIČKE SPECIFIKACIJE / FUNKCIONALNOSTI 
	PONUĐENO
	NAPOMENA
(ukoliko je potrebno)

	
	
	NAZIV/OPIS PODSTAVKE
	
	

	1.
	Sustav radne hidraulike – osnovni elementi: 1 komplet
	1.1. Čep rezervoara ulja (odzračivanje/punjenje): 8 komada

	1.1. 
	
	Model:
	HYDAC ELF ili jednakovrijedno
	
	

	1.2. 
	
	Materijal filtera:
	papir
	
	

	1.3. 
	
	Visina:
	max. 190 mm
	
	

	1.4. 
	
	Promjer:
	max. 85 mm
	
	

	1.5. 
	
	Prirubnica za montažu:
	6 provrta promjera φ 4,5mm, diobeni promjer provrta φ 73 mm, unutarnji promjer prirubnice φ 63mm. Prema DIN  24557/dio 2 ili jednakovrijedno
	
	

	1.6. 
	
	Razina filtracije:
	max. 3 µm
	
	

	1.7. 
	
	Indikator zaprljanosti:
	bez indikatora zaprljanosti
	
	

	1.8. 
	
	Zaštita od zapljuskivanja (anti-splash):
	zaštita od zapljuskivanja (anti-splash) mora biti uključena u ponudu
	
	

	1.9. 
	
	1.2. Usisno – povratni filter: 7 komada

	1.10. 
	
	Model:
	HYDAC RKM ili jednakovrijedno
	
	

	1.11. 
	
	Nominalni tlak:
	min. 10 bar
	
	

	1.12. 
	
	Materijal glave filtera:
	aluminij
	
	

	1.13. 
	
	Materijal tijela filtera:
	čelik
	
	

	1.14. 
	
	Materijal poklopca:
	poliamid
	
	

	1.15. 
	
	Materijal filter elementa:
	HYDAC Mobilemicron ili jednakovrijedno
	
	

	1.16. 
	
	Dozvoljeni protok:
	min. 240 l/min
	
	

	1.17. 
	
	Priključci na usisu:
	2 x G1“
	
	

	1.18. 
	
	Priključci na povratu:
	1 x G1 1/4
	
	

	1.19. 
	
	Razina filtracije:
	max. 10 µm
	
	

	1.20. 
	
	Indikator zaprljanosti:
	Tlačni prekidač. Indikator zaprljanosti mora biti uključen u ponudu
	
	

	1.21. 
	
	Anti-kavitacijski ventil:
	Anti-kavitacijski ventil mora biti uključen u ponudu
	
	

	1.22. 
	
	Bypass ventil – toplinski (eng. Thermal bypass valve):
	Bypass ventil – toplinski mora biti uključen u ponudu
	
	

	1.23. 
	
	1.3. Filter element usisno – povratnog filtera: 7 komada

	1.24. 
	
	Model:
	HYDAC RK ili jednakovrijedno
	
	

	1.25. 
	
	Materijal:
	HYDAC Mobilemicron ili jednakovrijedno
	
	

	1.26. 
	
	Razina filtracije:
	max. 10 μm
	
	

	1.27. 
	
	Opis:
	filter elemenat mora odgovarati usisno – povratnom filteru opisanom u stavci 1.2.
	
	

	1.28. 
	
	1.4. Tlačni filter 1: 7 komada

	1.29. 
	
	Model:
	HYDAC HFM ili jednakovrijedno
	
	

	1.30. 
	
	Nominalni tlak:
	min 400 bar
	
	

	1.31. 
	
	Materijal glave filtera:
	EN-GJS 400-15 ili jednakovrijedno
	
	

	1.32. 
	
	Materijal tijela filtera:
	čelik
	
	

	1.33. 
	
	Materijal filter elementa:
	HYDAC Optimicron ili jednakovrijedno
	
	

	1.34. 
	
	Dozvoljeni protok:
	min 180 l/min
	
	

	1.35. 
	
	Priključci na ulazu:
	G1“
	
	

	1.36. 
	
	Priključci na izlazu:
	G1“
	
	

	1.37. 
	
	Razina filtracije:
	max. 10 μm
	
	

	1.38. 
	
	Indikator zaprljanosti:
	Električni indikator zaprljanosti mora biti uključen u ponudu
	
	

	1.39. 
	
	Bypass ventil:
	Bypass ventil mora biti uključen u ponudu. Tlak otvaranja bypass ventila max. 7 bar
	
	




	
	
	1.5. Filter element tlačnog filtera 1: 7 komada

	1.40. 
	
	Model:
	HYDAC D ili jednakovrijedno
	
	

	1.41. 
	
	Materijal:
	HYDAC Optimicron ili jednakovrijedno
	
	

	1.42. 
	
	Razina filtracije:
	max. 10 μm
	
	

	1.43. 
	
	Opis:
	filter elemenat mora odgovarati tlačnom filteru 1 opisanom u stavci 1.4.
	
	

	1.44. 
	
	1.6. Tlačni filter 2: 2 komada

	1.45. 
	
	Model:
	HYDAC MFM ili jednakovrijedno
	
	

	1.46. 
	
	Nominalni tlak:
	min 280 bar
	
	

	1.47. 
	
	Materijal glave filtera:
	EN-GJS 400-15 ili jednakovrijedno
	
	

	1.48. 
	
	Materijal tijela filtera:
	čelik
	
	

	1.49. 
	
	Materijal filter elementa:
	HYDAC Optimicron ili jednakovrijedno
	
	

	1.50. 
	
	Dozvoljeni protok:
	min 120 l/min
	
	

	1.51. 
	
	Priključci na ulazu:
	G3/4“
	
	

	1.52. 
	
	Priključci na izlazu:
	G3/4“
	
	

	1.53. 
	
	Razina filtracije:
	max. 10 μm
	
	

	1.54. 
	
	Indikator zaprljanosti:
	Električni indikator zaprljanosti mora biti uključen u ponudu
	
	

	1.55. 
	
	Bypass ventil:
	Bypass ventil mora biti uključen u ponudu. Tlak otvaranja bypass ventila max. 7 bar
	
	

	1.56. 
	
	1.7. Filter element tlačnog filtera 2: 2 komada

	1.57. 
	
	Model:
	HYDAC D ili jednakovrijedno
	
	

	1.58. 
	
	Materijal:
	HYDAC Optimicron ili jednakovrijedno
	
	

	1.59. 
	
	Razina filtracije:
	max. 10 μm
	
	

	1.60. 
	
	Opis:
	filter elemenat mora odgovarati tlačnom filteru opisanom u stavci 1.6.
	
	

	1.61. 
	
	1.8. Povratni filter: 2 komada

	1.62. 
	
	Model:
	HYDAC RFM ili jednakovrijedno
	
	

	1.63. 
	
	Nominalni tlak:
	min. 10 bar
	
	

	1.64. 
	
	Materijal glave filtera:
	aluminij
	
	

	1.65. 
	
	Materijal tijela filtera:
	poliamid
	
	

	1.66. 
	
	Materijal poklopca:
	poliamid
	
	

	1.67. 
	
	Materijal filter elementa:
	HYDAC Optimicron ili jednakovrijedno
	
	

	1.68. 
	
	Dozvoljeni protok:
	min. 145 l/min
	
	

	1.69. 
	
	Priključci na ulazu:
	G1“
	
	

	1.70. 
	
	Razina filtracije:
	max. 15 μm
	
	

	1.71. 
	
	Indikator zaprljanosti:
	Tlačni prekidač. Indikator zaprljanosti mora biti uključen u ponudu
	
	

	1.72. 
	
	Bypass ventil:
	Bypass ventil mora biti uključen u ponudu
	
	

	1.73. 
	
	1.9. Filter element povratnog filtera: 2 komada

	1.74. 
	
	Model:
	HYDAC R ili jednakovrijedno
	
	

	1.75. 
	
	Materijal:
	HYDAC Optimicron ili jednakovrijedno
	
	

	1.76. 
	
	Razina filtracije:
	max. 15 μm
	
	

	1.77. 
	
	Opis:
	filter elemenat mora odgovarati povratnom filteru opisanom u stavci 1.8.
	
	

	1.78. 
	
	1.10. Indikator razine ulja: 7 komada

	1.79. 
	
	Model:
	HYDAC FSK ili jednakovrijedno
	
	

	1.80. 
	
	Razmak između centara očnih vijaka:
	176 mm
	
	

	1.81. 
	
	Materijal brtvi:
	FKM ili jednakovrijedno
	
	

	1.82. 
	
	Tip prekidača minimuma:
	normalno otvoren, zatvara se na minimum
	
	

	1.83. 
	
	Navoj očnog vijka:
	M12
	
	


[image: ]

1  							          		             (hrvatska verzija Priloga 2)

Annex 2: Technical specifications

Procurement title: 	Hydraulic systems
LOT 3: 			Filtration elements
Procurement record number: 16-11.18


The requirements defined by the Technical Specifications represent the minimum characteristics that the offered object of the procurement must meet.	

Tenderer shall complete only cells marked with gray color. 

The column "NOTES" tenderer can fill up if deemed necessary. 

For offer to be consider as compliant, offered object of the procurement must meet all the requirements presented in the Technical Specifications.	

For the subject of the procurement, for all (sub)items/descriptions/referring to the place which may be affixed to a trademark, patent, type, norm or specific origin, the Tenderer may offer "equivalent" to the requested or specified and Contracting Authority will accept other equivalent quality assurance measures, but in that case the Tenderer must enclose proof of equivalence (catalog, manufacturer or the like). "Equivalent" is all off offered that is not within the prescribed description but meets the minimum technical characteristics of the required (sub)items. Where applicable, the characteristics must correspond to the defined ones, with the deviation up to +/- 1%, unless the range is otherwise defined by the Contracting Authority.				





	ITEM NO.
	ITEM
	REQUIRED TECHNICAL SPECIFICATIONS / FUNCTIONALITIES  
	OFFERED
	NOTES 
(if deemed necessary)

	
	
	SUBITEM NAME/DESCRIPTION
	
	

	1.
	Work hydraulics system – basic elements: 1 set
	1.1. Tank cap: 8 pcs

	1.84. 
	
	Model:
	HYDAC ELF or equivalent
	
	

	1.85. 
	
	Filter material:
	paper
	
	

	1.86. 
	
	Height:
	max. 190 mm
	
	

	1.87. 
	
	Diameter:
	max. 85 mm
	
	

	1.88. 
	
	Mounting flange:
	6 holes φ 4,5mm, hole placement diameter φ 73 mm, flange inner diameter φ 63 mm. According to DIN 24557/part 2 or equivalent
	
	

	1.89. 
	
	Filtration rating:
	max. 3 µm
	
	

	1.90. 
	
	Clogging indicator:
	without clogging indicator
	
	

	1.91. 
	
	Anti splash:
	Anti splash must be included in offer
	
	

	1.92. 
	
	1.2. Return – suction filter: 7 pcs

	1.93. 
	
	Model:
	HYDAC RKM or equivalent
	
	

	1.94. 
	
	Nominal pressure:
	min. 10 bar
	
	

	1.95. 
	
	Filter head material:
	aluminium
	
	

	1.96. 
	
	Filter bowl materijal:
	steel
	
	

	1.97. 
	
	Cover material:
	poliamide
	
	

	1.98. 
	
	Filter element materijal
	HYDAC Mobilemicron or equivalent
	
	

	1.99. 
	
	Allowed flow:
	min. 240 l/min
	
	

	1.100. 
	
	Suction ports:
	2 x G1“
	
	

	1.101. 
	
	Return ports:
	1 x G1 1/4
	
	

	1.102. 
	
	Filtration rating:
	max. 10 µm
	
	

	1.103. 
	
	Clogging indicator:
	Pressure switch. Clogging indicator must be included in offer
	
	

	1.104. 
	
	Anti-cavitation valve:
	Anti-cavitation valve must be included in offer
	
	

	1.105. 
	
	Thermal bypass valve:
	Thermal bypass valve must be included in offer
	
	

	1.106. 
	
	1.3. Filter element for return – suction filter: 7 pcs

	1.107. 
	
	Model:
	HYDAC RK or equivalent
	
	

	1.108. 
	
	Material:
	HYDAC Mobilemicron or equivalent
	
	

	1.109. 
	
	Filtration rating:
	max. 10 μm
	
	

	1.110. 
	
	Description:
	Filter element must correspond to return suction filter described in item 1.2.
	
	

	1.111. 
	
	1.4. Pressure filter 1: 7 pcs

	1.112. 
	
	Model:
	HYDAC HFM or equivalent
	
	

	1.113. 
	
	Nominal pressure:
	min 400 bar
	
	

	1.114. 
	
	Filter head material:
	EN-GJS 400-15 or equivalent
	
	

	1.115. 
	
	Filter bowl material:
	steel
	
	

	1.116. 
	
	Filter element material:
	HYDAC Optimicron or equivalent
	
	

	1.117. 
	
	Allowed flow:
	min 180 l/min
	
	

	1.118. 
	
	Inlet ports:
	G1“
	
	

	1.119. 
	
	Outlet ports:
	G1“
	
	

	1.120. 
	
	Filtration rating:
	max. 10 μm
	
	

	1.121. 
	
	Clogging indicator:
	Electrical clogging indicator must be included in offer
	
	

	1.122. 
	
	Bypass valve
	Bypass valve must be included in offer. Bypass valve cracking pressure max. 7 bar.
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	1.5. Filter element for pressure filter 1: 7 pcs

	1.123. 
	
	Model:
	HYDAC D or equivalent
	
	

	1.124. 
	
	Material:
	HYDAC Optimicron or equivalent
	
	

	1.125. 
	
	Filtration rating:
	max. 10 μm
	
	

	1.126. 
	
	Description:
	Filter element must correspond to pressure filter 1 described in item 1.4.
	
	

	1.127. 
	
	1.6. Pressure filter 2: 2 pcs

	1.128. 
	
	Model:
	HYDAC MFM or equivalent
	
	

	1.129. 
	
	Nominal pressure:
	min 280 bar
	
	

	1.130. 
	
	Filter head material:
	EN-GJS 400-15 or equivalent
	
	

	1.131. 
	
	Filter bowl material:
	steel
	
	

	1.132. 
	
	Filter element material:
	HYDAC Optimicron or equivalent
	
	

	1.133. 
	
	Allowed flow:
	min 120 l/min
	
	

	1.134. 
	
	Inlet ports:
	G3/4“
	
	

	1.135. 
	
	Outlet ports:
	G3/4“
	
	

	1.136. 
	
	Filtration rating:
	max. 10 μm
	
	

	1.137. 
	
	Clogging indicator
	Electrical clogging indicator must be included in offer
	
	

	1.138. 
	
	Bypass valve:
	Bypass valve must be included in offer. Bypass valve cracking pressure max. 7 bar
	
	

	1.139. 
	
	1.7. Filter element for pressure filter 2: 2 pcs

	1.140. 
	
	Model:
	HYDAC D or equivalent
	
	

	1.141. 
	
	Material:
	HYDAC Optimicron or equivalent
	
	

	1.142. 
	
	Filtration rating:
	max. 10 μm
	
	

	1.143. 
	
	Description:
	filter element must correspond to pressure filter 2 described in item 1.6.
	
	

	1.144. 
	
	1.8. Return filter: 2 pcs

	1.145. 
	
	Model:
	HYDAC RFM or equivalent
	
	

	1.146. 
	
	Nominal pressure:
	min. 10 bar
	
	

	1.147. 
	
	Filter head material:
	aluminium
	
	

	1.148. 
	
	Filter bowl material:
	polyamide
	
	

	1.149. 
	
	Cover material:
	polyamide
	
	

	1.150. 
	
	Filter element material:
	HYDAC Optimicron or equivalent
	
	

	1.151. 
	
	Allowed flow:
	min. 145 l/min
	
	

	1.152. 
	
	Inlet ports
	G1“
	
	

	1.153. 
	
	Filtration rating:
	max. 15 μm
	
	

	1.154. 
	
	Clogging indicator:
	Pressure switch. Clogging indicator must be included in offer
	
	

	1.155. 
	
	Bypass valve:
	Bypass valve must be included in offer
	
	

	1.156. 
	
	1.9. Filter element for return filter: 2 pc

	1.157. 
	
	Model:
	HYDAC R or equivalent
	
	

	1.158. 
	
	Material:
	HYDAC Optimicron or equivalent
	
	

	1.159. 
	
	Filtration rating:
	max. 15 μm
	
	

	1.160. 
	
	Description
	filter element must correspond to return filter described in item 1.8.
	
	

	1.161. 
	
	1.10. Oil level indicator: 7 pcs

	1.162. 
	
	Model:
	HYDAC FSK or equivalent
	
	

	1.163. 
	
	Distance between bolts centers:
	176 mm
	
	

	1.164. 
	
	Seal material:
	FKM or equivalent
	
	

	1.165. 
	
	Minimum switch type:
	Normally open, closes at minimum
	
	

	1.166. 
	
	Banjo bolt thread:
	M12
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