[bookmark: _Hlk525844003]Prilog 2: Tehničke specifikacije

Naziv predmeta nabave: 	CANBus sustav kontrolera + display, Part 2
GRUPA 5: 				Glavni kontroler vozila 
Evidencijski broj nabave: 14-11.18


Zahtjevi definirani Tehničkim specifikacijama predstavljaju minimalne tehničke karakteristike odnosno standarde koje ponuđeni predmet nabave mora zadovoljavati.

Ponuditelj popunjava samo ćelije obilježene sivom bojom. 

Stupac "NAPOMENA" ponuditelj može popuniti ukoliko smatra potrebnim. 

Kako bi se ponuda smatrala valjanom, ponuđeni predmet nabave mora zadovoljiti sve što je traženo u obrascu Tehničkih specifikacija.

Za predmet nabave, za sve (pod)stavke/opise/upućivanja na mjesto u kojima se eventualno traži ili navodi marka, patent, tip, norma ili određeno podrijetlo, ponuditelj može ponuditi „jednakovrijedno“ traženom ili navedenom, te će Naručitelj prihvatiti i druge jednakovrijedne mjere osiguranja kvalitete, ali u tom slučaju mora uz ponudu priložiti dokaze o jednakovrijednosti (katalog, potvrde proizvođača ili sl.). „Jednakovrijedno“ je sve ponuđeno što nije unutar propisanog opisa, ali zadovoljava minimalne tehničke karakteristike predložene (pod)stavke. Gdje je primjenjivo, karakteristike moraju odgovarati traženom uz odstupanje do +/- 1%, ukoliko raspon nije drugačije definiran od strane Naručitelja. Izuzev kod oblikovnih karakteristika, Naručitelj će prihvatiti i veći postotak odstupanja ukoliko isto predstavlja više standarde, odnosno tehničke karakteristike koje su bolje od propisanih minimalnih. 


	R.BR.
	NAZIV STAVKE
	TRAŽENE TEHNIČKE SPECIFIKACIJE / FUNKCIONALNOSTI 
	PONUĐENO
	NAPOMENA
(ukoliko je potrebno)

	
	
	NAZIV/OPIS PODSTAVKE
	
	

	1.
	CANBus sustav kontrolera + display: 1 komplet
	1.1. Glavni kontroler vozila: 6 komada

	1.1. 
	
	OPĆI ZAHTJEVI:
	
	

	1.2. 
	
	Radna temperatura:
	Od -40 do +85°C (pod punim opterećenjem), prema EN 60068-2 ili jednakovrijedno. Širi raspon temperatura je prihvatljiv
	
	

	1.3. 
	
	Radna visina:
	Minimalno od 0 do 4000 m. Viša najveća visina je prihvatljiva
	
	

	1.4. 
	
	Napon napajanja
	Minimalno od 8 do 32V. Veći raspon napona napajanja je prihvatljiv
	
	

	1.5. 
	
	Dozvoljeni pad napona:
	minimalno do ≥4 V (UBat) bez resetiranja, prema ISO 7637-1 ili jednakovrijedno (pri pokretanju motora u 12V sustavima)
	
	

	1.6. 
	
	Vršni napon:
	45V max. (1 ms). Veći vršni napon je prihvatljiv
	
	

	1.7. 
	
	Jakost struje u stanju mirovanja:
	Najviše 0.15 A pri 9 V. Niža jakost struje u stanju mirovanja je prihvatljiva
	
	

	1.8. 
	
	Jakost struje u stanju pripravnosti:
	Najviše 0.5 mA. Niža jakost struje u stanju pripravnosti je prihvatljiva
	
	

	1.9. 
	
	Potrošnja struje:
	Najviše 25 A (u cijelom rasponu radnog napona i temperature). Niža potrošnja struje je prihvatljiva
	
	

	1.10. 
	
	STANDARDI KOJE KONTROLER MORA ISPUNITI:
	
	

	1.11. 
	
	CE oznaka:
	Sukladno sa 2004/108/EC ili jednakovrijedno
	
	

	1.12. 
	
	E-oznaka:
	ECE-R10 Rev.3 ili jednakovrijedno
	
	

	1.13. 
	
	Elektromagnetska kompatibilnost (EMC):
	ISO 13766 (do 200 V/m, 20 MHz - 1 GHz) ili jednakovrijedno
	
	

	1.14. 
	
	Elektrostatičko pražnjenje (ESD):
	IEC 61000-4-2 ili jednakovrijedno
	
	

	1.15. 
	
	Prekid opterećenja:
	ISO 7637-2 ili jednakovrijedno
	
	

	1.16. 
	
	Razred zaštite:
	EN 60529 -  IP 65 / IP 67 ili jednakovrijedno
	
	

	1.17. 
	
	
	DIN 40050 - IP 6k9k, ili jednakovrijedno
	
	

	1.18. 
	
	Temperatura:
	EN 60068-2-1; -14Nb; -2; -78; -30 ili jednakovrijedno
	
	

	1.19. 
	
	Vibracije, šokovi, udarci
	IEC 60068-2-29; -64; -27; -32 ili jednakovrijedno
	
	

	1.20. 
	
	DIMENZIJE I TEŽINA:
	
	

	1.21. 
	
	Duljina kućišta
	do 149 mm
	
	

	1.22. 
	
	Širina kućišta
	do 182 mm
	
	

	1.23. 
	
	Visina kućišta:
	do 41 mm
	
	

	1.24. 
	
	Težina:
	do 676 g
	
	

	1.25. 
	
	Materijal kućišta:
	robusno kućište od lijevanog aluminija ili jednakovrijedno
	
	

	1.26. 
	
	KARAKTERISTIKE:
	
	

	1.27. 
	
	Mikrokontroler:
	16-bitni Infineon XC 2287 mikrokontroler ili jednakovrijedno, minimalno 80 MHz, minimalno 768 kB interne flash memorije, minimalno 82 kB interne RAM memorije, minimalno 512 kB eksterne RAM memorije
	
	

	1.28. 
	
	Veličina EEPROM:
	minimalno 8 Kbyte EEPROM
	
	

	1.29. 
	
	Konektori:
	minimalno 1 x RS-232 i minimalno 1 x LIN serijskih sučelja
	
	

	1.30. 
	
	Konektori za CAN mrežu:
	minimalno 2 x CAN, minimalno do 1 Mbit/s
	
	

	1.31. 
	
	Međuspremnici CAN poruka
	minimalno 128 zasebno podesivih međuspremnika CAN poruka
	
	

	1.32. 
	
	Ulazi:
	minimalno 8 x analognih ulaza 0-5 V ili 4-20 mA (0 - 22.7 mA) / 10 bit, podesivi pomoću softvera
	
	

	1.33. 
	
	
	minimalno 8 x analognih ulaza 0-32 V / 10 bit, raspon podesiv pomoću softvera
	
	

	1.34. 
	
	
	minimalno 4 x ulaza za mjerenje struje, podesivi kao 4 x digitalna izlaza / niska strana 2 A
	
	

	1.35. 
	
	
	minimalno 4 x timer ulaza (timer ulaz 0.1 Hz - 10 kHz)
	
	

	1.36. 
	
	
	minimalno 8 x digitalnih ulaza
	
	

	1.37. 
	
	Izlazi:
	minimalno 8 x PWM izlaza 2 A visoka strana, konfigurabilni kao 8 x timer ulaza
	
	

	1.38. 
	
	
	minimalno 8 x digitalnih izlaza 4 A visoka strana, konfigurabilni kao 8 x analognih ulaza
	
	

	1.39. 
	
	Unutarnje praćenje:
	Unutarnje praćenje temperature pločice, napajanja senzora i napona akumulatora
	
	

	1.40. 
	
	Tipovi konektora:
	52-polni Tyco PN 1393450-5 ili jednakovrijedno
	
	

	1.41. 
	
	
	28-polni Tyco PN 1393436-4 ili jednakovrijedno
	
	

	1.42. 
	
	Napajanje senzora:
	minimalno 1 x napajanje senzora 8.5 V / 10.0 V (30 mA) ili 14.5 V (40 mA), podesivo
	
	

	1.43. 
	
	
	minimalno 2 x napajanje senzora 5 V (30 mA)
	
	

	1.44. 
	
	Opcije programiranja:
	CODESYS® 2.3; C/C++ ili jednakovrijedno
	
	

	1.45. 
	
	Zaštita od kratkog spoja:
	Svi ulazi, izlazi i sučelja moraju biti zaštićeni od kratkog spoja prema GND i BAT+
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Annex 2: Technical specifications

Procurement title: 	CANBus controller system + display
LOT 5: 			Vehicle main controller
Procurement record number: 14-11.18


The requirements defined by the Technical Specifications represent the minimum characteristics that the offered object of the procurement must meet.	

Tenderer shall complete only cells marked with gray color. 

The column "NOTES" tenderer can fill up if deemed necessary. 

For offer to be consider as compliant, offered object of the procurement must meet all the requirements presented in the Technical Specifications.	

For the subject of the procurement, for all (sub)items/descriptions/referring to the place which may be affixed to a trademark, patent, type, norm or specific origin, the Tenderer may offer "equivalent" to the requested or specified and Contracting Authority will accept other equivalent quality assurance measures, but in that case the Tenderer must enclose proof of equivalence (catalog, manufacturer or the like). "Equivalent" is all off offered that is not within the prescribed description but meets the minimum technical characteristics of the required (sub)items. Where applicable, the characteristics must correspond to the defined ones, with the deviation up to +/- 1%, unless the range is otherwise defined by the Contracting Authority. Except for the aesthetic characteristics, the Contracting Authority will accept a higher percentage of deviation if it represents a higher standard or technical characteristics that are better from the prescribed minimum.







	ITEM NO.
	ITEM
	REQUIRED TECHNICAL SPECIFICATIONS / FUNCTIONALITIES  
	OFFERED
	NOTES 
(if deemed necessary)

	
	
	SUBITEM NAME/DESCRIPTION
	
	

	1.
	[bookmark: _Hlk528512275]CANBus controller system: 1 set
	1.1. Vehicle main controller: 6 pcs

	1.46. 
	
	GENERAL REQUIREMENTS:

	
	

	1.47. 
	
	Operating temperature:
	From -40 to +85 °C (with full load) to EN 60068-2 or equivalent. Wider range of temperatures is acceptable
	
	

	1.48. 
	
	Operating altitude:
	from 0 to 4000 m minimum. Higher max. altitude is acceptable
	
	

	1.49. 
	
	Supply voltage:
	From 8 to 32 V minimum. Higher voltage range is acceptable.
	
	

	1.50. 
	
	Permitted voltage drop:
	minimum up to ≥4 V (UBat) without reset to ISO 7637-1 or equivalent
(for engine start in 12 V systems)
	
	

	1.51. 
	
	Peak voltage:
	45 V max. (1 ms). Higher peak voltage is acceptable
	
	

	1.52. 
	
	Idle current:
	0.15 A max. at 9 V. Smaller idle current is acceptable
	
	

	1.53. 
	
	Standby current:
	0.5 mA max. Smaller standby current is acceptable
	
	

	1.54. 
	
	Current consumption:
	25 A max. (complete voltage and temperature range). Smaller current consumption is acceptable
	
	

	1.55. 
	
	REQUIRED STANDARDS WHICH CONTROLLER MUST FULFILL:
	
	

	1.56. 
	
	CE mark:
	Compliant with 2004/108/EC, or equivalent
	
	

	1.57. 
	
	E-mark:
	ECE-R10 Rev.3, or equivalent
	
	

	1.58. 
	
	Electromagnetic compatibility (EMC):
	ISO 13766 (up to 200 V/m, 20 MHz - 1 GHz), or equivalent
	
	

	1.59. 
	
	Electrostatic discharge (ESD):
	IEC 61000-4-2, or equivalent
	
	

	1.60. 
	
	Load dump:
	ISO 7637-2, or equivalent
	
	

	1.61. 
	
	Protection class:
	EN 60529 - IP 65 / IP 67, or equivalent
	
	

	1.62. 
	
	
	DIN 40050 - IP 6k9k, or equivalent
	
	

	1.63. 
	
	Temperature:
	EN 60068-2-1; -14Nb; -2; -78; -30, or equivalent
	
	

	1.64. 
	
	Vibration, shock, bump:
	IEC 60068-2-29; -64; -27; -32, or equivalent
	
	

	1.65. 
	
	DIMENSIONS AND WEIGHT:
	
	

	1.66. 
	
	Housing length:
	up to 149 mm
	
	

	1.67. 
	
	Housing width:
	up to 182 mm
	
	

	1.68. 
	
	Housing height:
	up to 41 mm
	
	

	1.69. 
	
	Weight:
	up to 676 g
	
	

	1.70. 
	
	Housing material:
	robust aluminium die cast housing, or equivalent
	
	

	1.71. 
	
	FEATURES:
	
	

	1.72. 
	
	Microcontroller:
	16-Bit Infineon XC 2287 microcontroller or equivalent, minimum 80 MHz, minimum 768 kB internal flash memory, minimum 82 kB internal RAM memory, minimum 512 kB external RAM memory
	
	

	1.73. 
	
	EEPROM size:
	minimum 8 Kbyte EEPROM
	
	

	1.74. 
	
	Connectors:
	minimum 1 x RS-232 and minimum 1 x LIN serial interfaces
	
	

	1.75. 
	
	CAN network connectors:
	minimum 2 x CAN, up to 1 Mbit/s minimum
	
	

	1.76. 
	
	CAN message buffers:
	minimum 128 individually configurable CAN message buffers
	
	

	1.77. 
	
	Inputs:
	minimum 8 x analogue inputs 0-5 V or 4-20 mA (0 - 22.7 mA) / 10 bit, configurable via software
	
	

	1.78. 
	
	
	minimum 8 x analogue inputs 0-32 V / 10 bit, range configurable via software
	
	

	1.79. 
	
	
	minimum 4 x current measurement inputs, configurable as 4 x digital outputs / low-side 2 A
	
	

	1.80. 
	
	
	minimum 4 x timer inputs (timer input 0.1 Hz - 10 kHz)
	
	

	1.81. 
	
	
	minimum 8 x digital inputs
	
	

	1.82. 
	
	Outputs:
	minimum 8 x PWM outputs 2 A high-side, configurable as 8 x timer inputs
	
	

	1.83. 
	
	
	minimum 8 x digital outputs 4 A high-side, configurable as 8 x analogue inputs
	
	

	1.84. 
	
	Internal monitoring:
	Internal monitoring of board temperature, sensor supply and battery voltage
	
	

	1.85. 
	
	Connector types:
	52-pole Tyco PN 1393450-5 or equivalent
	
	

	1.86. 
	
	
	28-pole Tyco PN 1393436-4 or equivalent
	
	

	1.87. 
	
	Sensor supply:
	minimum 1 x sensor supply 8.5 V / 10.0 V (30 mA) or 14.5 V (40 mA) configurable
	
	

	1.88. 
	
	
	minimum 2 x sensor supply 5 V (30 mA)
	
	

	1.89. 
	
	Programming options:
	CODESYS® 2.3; C/C++ or equivalent
	
	

	1.90. 
	
	Short circuit protection:
	All inputs, outputs and interfaces must be protected against short circuit to GND and BAT+.
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