[bookmark: _Hlk525844003]Prilog 2: Tehničke specifikacije

Naziv predmeta nabave: 	Ostali elementi vozila
GRUPA 2: 				Stup volana
Evidencijski broj nabave: 26-11.18


Zahtjevi definirani Tehničkim specifikacijama predstavljaju minimalne tehničke karakteristike koje ponuđeni predmet nabave mora zadovoljavati.	

Ponuditelj popunjava samo ćelije obilježene sivom bojom. 

Stupac "NAPOMENA" ponuditelj može popuniti ukoliko smatra potrebnim. 

Kako bi se ponuda smatrala valjanom, ponuđeni predmet nabave mora zadovoljiti sve što je traženo u obrascu Tehničkih specifikacija.

Za predmet nabave, za sve (pod)stavke/opise/upućivanja na mjesto u kojima se eventualno traži ili navodi marka, patent, tip, norma ili određeno podrijetlo, ponuditelj može ponuditi „jednakovrijedno“ traženom ili navedenom, te će Naručitelj prihvatiti i druge jednakovrijedne mjere osiguranja kvalitete, ali u tom slučaju mora uz ponudu priložiti dokaze o jednakovrijednosti (katalog, potvrde proizvođača ili sl.). „Jednakovrijedno“ je sve ponuđeno što nije unutar propisanog opisa, ali zadovoljava minimalne tehničke karakteristike predložene (pod)stavke. Gdje je primjenjivo, karakteristike moraju odgovarati traženom uz odstupanje do +/- 1%, ukoliko raspon nije drugačije definiran od strane Naručitelja.						


	R.BR.
	NAZIV STAVKE
	TRAŽENE TEHNIČKE SPECIFIKACIJE / FUNKCIONALNOSTI
	PONUĐENO
	NAPOMENA
(ukoliko je potrebno)

	
	
	NAZIV/OPIS PODSTAVKE
	
	

	1.
	Ostali elementi vozila: 1 komplet
	1.1. Stup volana: 7 komada

	1.1. 
	
	Model stupa volana:
	COBO Uranus L ili jednakovrijedno
	
	

	1.2. 
	
	Ukupna visina stupa volana do prihvata za kolo volana:
	max. 800 mm
	
	

	1.3. 
	
	Ukupna širina stupa volana bez ručica:
	max. 210 mm
	
	

	1.4. 
	
	Ukupna dubina stupa volana
	max. 220 mm
	
	

	1.5. 
	
	Vanjski promjer kola volana:
	max. 390 mm
	
	

	1.6. 
	
	Okrugla drška kola volana:
	kolo volana mora imati okruglu dršku
	
	

	1.7. 
	
	Podešavanje visine kola volana:
	kolo volana mora biti podesivo po visini
	
	

	1.8. 
	
	Podešavanje nagiba stupa volana:
	Nagib stupa volana mora biti podesiv u 2 točke.
	
	

	1.9. 
	
	Vratilo za servoupravljački uređaj skretanja:
	Vratilo za servoupravljački uređaj skretanja mora biti prema Danfoss standardu, korak 16/32, Z=12, M=1,587
	
	

	1.10. 
	
	Desna kontrolna ručica:
	Desna kontrolna ručica mora imati slijedeće funkcije:
· F – naprijed (Forward)
· N – neutralno (Neutral)
· R – natrag (Reverse)
· dvopoložajni rotacijski prekidač:
· I – položaj 1 rotacijskog prekidača
· II – položaj 2 rotacijskog prekidača
· tipkalo
Komunikacija sa ostatkom sustava mora biti analogna.
	
	

	1.11. 
	
	Lijeva kontrolna ručica:
	Lijeva kontrolna ručica mora imati slijedeće funkcije:
· lijevi pokazivač smjera
· desni pokazivač smjera
· tipkalo sa simbolom zvučnog upozorenja
· glavno svjetlo ON/OFF
· svjetlosni signal upozorenja
· četveropoložajni rotacijski prekidač 1:
· 0 – isključeno
· pozicijska svjetla
· kratko svjetlo
· radno svjetlo
· četveropoložajni rotacijski prekidač 2:
· 0 – isključeno
· intermitentno brisanje stakla
· kontinuirano brisanje stakla
· prskanje vode za pranje vjetrobranskog stakla
Komunikacija sa ostatkom sustava mora biti preko CANBus J1939 protokola
	
	

	1.12. 
	
	Kontrole na gornjoj strani stupa volana:
	Stup volana mora imati slijedeće kontrole na gornjoj strani:
· prekidač za sva 4 pokazivača smjera (Hazard switch)
· prekidač za poništenje funkcije automatske regeneracije DPF-a diesel motora
· prekidač za promjenu moda vožnje
· ključ sa četveropoložajnom grebenastom sklopkom
	
	

	1.13. 
	
	Ožićenje stupa volana:
	Ožićenje stupa volana mora završavati unutar kućišta
	
	

	1.14. 
	
	Napon:
	12 V
	
	

	1.15. 
	
	1.2. Prekidač „Regeneration request“: 7 kompleta

	1.16. 
	
	Model:
	COBO 16.1400.B287 prema katalogu RASCO 2, ili jednakovrijedno
	
	

	1.17. 
	
	Simbol:
	Regeneration request simbol
	
	

	1.18. 
	
	Električna shema:
	COBO 17.0642.0100 prema katalogu RASCO 2, ili jednakovrijedno
	
	

	1.19. 
	
	Konektor:
	COBO 16.650.003 prema katalogu RASCO 2, ili jednakovrijedno
	
	

	1.20. 
	
	Okvir:
	COBO 16.600.020 prema katalogu RASCO 2, ili jednakovrijedno
	
	

	1.21. 
	
	Poklopac:
	COBO 30.33.04689 prema katalogu RASCO 2, ili jednakovrijedno
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Annex 2: Technical specifications

Procurement title: 	Other vehicle elements
LOT 2: 			Steering column
Procurement record number: 26-11.18


The requirements defined by the Technical Specifications represent the minimum characteristics that the offered object of the procurement must meet.	

Tenderer shall complete only cells marked with gray color. 

The column "NOTES" tenderer can fill up if deemed necessary. 

For offer to be consider as compliant, offered object of the procurement must meet all the requirements presented in the Technical Specifications.	

For the subject of the procurement, for all (sub)items/descriptions/referring to the place which may be affixed to a trademark, patent, type, norm or specific origin, the Tenderer may offer "equivalent" to the requested or specified and Contracting Authority will accept other equivalent quality assurance measures, but in that case the Tenderer must enclose proof of equivalence (catalog, manufacturer or the like). "Equivalent" is all off offered that is not within the prescribed description but meets the minimum technical characteristics of the required (sub)items. Where applicable, the characteristics must correspond to the defined ones, with the deviation up to +/- 1%, unless the range is otherwise defined by the Contracting Authority.					

	ITEM NO.
	ITEM
	REQUIRED TECHNICAL SPECIFICATIONS / FUNCTIONALITIES 
	OFFERED
	NOTES 
(if deemed necessary)

	
	
	SUBITEM NAME / DESCRIPTION
	
	

	1.
	Other vehicle elements: 1 set
	[bookmark: _GoBack]1.1. Steering column: 7 pcs

	1.22. 
	
	Steering column model:
	COBO Uranus L or equivalent
	
	

	1.23. 
	
	Steering column total height up to steering wheel connection:
	max. 800 mm
	
	

	1.24. 
	
	Steering column total width without handles:
	max. 210 mm
	
	

	1.25. 
	
	Steering column total depth:
	max. 220 mm
	
	

	1.26. 
	
	Steering wheel outer diameter:
	max. 390 mm
	
	

	1.27. 
	
	Steering wheel knob:
	Steering wheel must have knob
	
	

	1.28. 
	
	Steering wheel height adjustment:
	Steering wheel must be height adjustable
	
	

	1.29. 
	
	Steering column inclination adjustment:
	Steering column inclination must be adjustable in 2 points
	
	

	1.30. 
	
	Shaft for steering servocontrol device:
	Shaft for steering servocontrol device must be according to Danfoss standard, pitch 16/32, /=12, M=1,587
	
	

	1.31. 
	
	Right control handle:
	Right control handle must have following functions:
· F – Forward
· N – Neutral
· R – Reverse
· two position rotational switch:
· I – position 1 of rotational switch
· II – position 2 of rotational switch
· push button
Communication with rest of the system must be analog.
	
	

	1.32. 
	
	Left control handle:
	Left control handle must have following functions:
· left direction indicator
· right direction indicator
· push button with sound warning symbol
· main lights ON/OFF
· light warning signal
· four position rotational switch 1:
· 0 – turned off
· position lights
· short lights
· work light
· four position rotational switch 2:
· 0 – turned off
· intermittent glass wiping
· continuous glass wiping
· windshield wash water spraying
Communication with rest of the system must be trough CANBus J1939 protocol
	
	

	1.33. 
	
	Controls on upper side of steering column:
	Steering column must have following controls on top side:
· hazard switch
· switch for automatic DPF regeneration inhibit
· switch for drive mode change
· key with 4 position switch
	
	

	1.34. 
	
	Steering column wiring:
	Steering column wiring must end in steering column casing
	
	

	1.35. 
	
	Voltage:
	12 V
	
	

	1.36. 
	
	1.2. Switch „Regeneration request“: 7 sets

	1.37. 
	
	Model:
	COBO 16.1400.B287 according to the catalogue RASCO 2, or equivalent
	
	

	1.38. 
	
	Symbol:
	Regeneration request symbol
	
	

	1.39. 
	
	Electric schematic:
	COBO 17.0642.010 according to the catalogue RASCO 2, or equivalent
	
	

	1.40. 
	
	Connector:
	COBO 16.650.003 according to the catalogue RASCO 2, or equivalent
	
	

	1.41. 
	
	Bezel:
	COBO 16.600.020 according to the catalogue RASCO 2, or equivalent
	
	

	1.42. 
	
	Cover:
	COBO 30.33.04689 according to the catalogue RASCO 2, or equivalent
	
	




1  							                       (English version of Annex 2)

image1.png
® NS W e
@ @ D = Eﬂ E F\ D ‘E E:Pvewm [ Raziicta prva stranica =+ Zaglavie od viha: uzscmi ]

Siedece [ Drukcji zgled neparnin  pamin stranica = Podnodje od dna: 1,25 cm

Zaglaviie Podnofie  Broj  Datumi Podacio  Brmi  Sike Sikes Zatvaranje
- - stranice~ | vrjeme dokumentu- dijelovi~ intemeta podnodje Prikeditekst dokumenta ) Umetni tabulator porawnanja  zaglavia i podnodja
Zagiauie  pocnodje Unetanje Navigacia Moguénosti Poloiaj Zatvaranje ~
- x
Pretraivanje u dokumentu -
Stranice  Reaultai
Zaviino injeice - FAZA projekta [
4 (faza industrijskog istrazivanja: 01.01. : e 'z Operativni program i!.
Podaci o projektu | KONKURENTNOST | EUROPSKI STRUKTURN
— [ o 1 KOHEZIJA 2 TICI)SKI FONDOVI

Europska unija
Zajedno do fondova EU . . . . . .
Projekt je sufinanciran iz Europskog fonda za regionalni razvoj

o Zavréno izvje$ée — FAZA | projekta
(faza industrijskog istrazivanja: 01.01.2017. —31.12.2017.)
Podaci o projektu
Program Operativni program konkurentnost i kohezija (2014.-2020.)
Korisnik Rasco d.o.o., Kolodvorska 120b, 48361 Kalinovac
Broj ugovora KK.01.2.1.01.0020  Naziv ugovora Kompaktna gradska  vakuumska
- - cistilica s univerzalnom nlntfnrmn%\ 7 = ; -
Stranica10d7  Brojrijeci 1554 [[%  hrvatski Hrvatska) & B - + 190%

" o0 2 B ® @ s 5 B = A B BORAVE I H@n O [




